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Receiver and I/Q Converter / Digitizer System: Currently based on the
proposed 6 band system, the design is scalable to more or less receiver bands. The basic
concept is the small IQ converter / digitizer concept being proposed by Matt Morgan at
the NRAO CDL. These devices, based around a conceptual digitizer design, will allow
common, low cost, configurable modules to be integrated into the receiver package.
These will produce unformatted optical data streams to be sent down off of the antenna
to a local digital system at the base of the antenna, or directly to the array center. A block
downconverter is necessary for the highest, 70-120 GHz band.

Digital	Processing:	The	unformatted	data	streams	from	the	ADC’s	are	
combined onto	a	smaller	number	of	fibers	and	moved	off	of	the	antenna.	Band	
selection	is	accomplished	by	turning	on	the	transmitters	only	for	the	band	in	use.	At	the	
base	of	the	antenna	or	the	array	center,	the	fibers	from	the	combiners	are	fed	into	
optical	receivers.		The	outputs	of	the	receivers	are	 fed	into	clock	recovery	and	aligner	
circuitry,	digitally	processed	and/or	re-formatted	for	long	haul	transmission	to	the	
correlator	at	the	array	center	for	final	processing.		This	multi	step	process	simplifies	the	
digital	electronics	and	minimizes	the	number	of	RF	or	fiber	switches	in	the	antenna.

Local Oscillator/Reference System: The electronics at the base of the
antenna receive a 512 MHZ CW tone and digital timing signal from the array center
or a remote LO/timing station. The round trip phase can be measured between the
antenna and the source. These signals are used to lock a crystal oscillator and timing
generator logic. Local Oscillator and ADC clocks are generated from these references
by basic PLL synthesizers, modulated onto fiber and sent to the front end electronics.
Round trip phase of the fiber going up the antenna is measured. This well
established technique provides low jitter clock and LO signals to the ADCs and mixers.
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